
pre-hung dimensions 
  Door & Sidelight Widths 12" 14" 2/0 2/4 2/6 2/8 2/10 *2/10 3/0

Single Unit Width 13-1/2" 15-1/2 25-1/2" 29-1/2" 31-1/2" 33-1/2" 35-1/2" 35-1/2" 37-1/2"

  Door & Sidelight Widths 4/0 4/8 5/0 5/4 5/8 5/8 6/0

Double Unit Width — — 50-1/8" 58-1/8" 62-1/8" 66-1/8" 70-1/8" 70-1/8" 74-1/8"

Unit Height - 6/8       Inswing 82" 82" 82" 82" 82" 82" 82" 80-5/8" 82"

Unit Height - 6/8      Outswing 80-5/8" 80-5/8" 80-5/8" 80-5/8" 80-5/8" 80-5/8" 80-5/8" 79-3/8" 80-5/8"

Unit Height - 8/0       Inswing 98" 98" 98" 98" 98" 98" 98" 98"

Unit Height - 8/0      Outswing 96-5/8" 96-5/8" 96-5/8" 96-5/8" 96-5/8" 96-5/8" 96-5/8" 96-5/8"

* 6/6 2/10 units. All Pre-hung dimensions are based on using Poly Fiber Composite & Wood door frames. Undersized available for
replacing sliding glass doors. Undersize units are available.

pre-hung dimensions for single door & HINGED sidelights (COMBO)
units in pf or wood frames   – door & sidelight COMBO

  Door & Sidelight Widths
3/0 Single 

Door w/ 1-12" 
Sidelights

3/0 Single 
Door w/ 1-14" 

Sidelights

3/0 Single
 Door w/ 1-2/0 

Sidelights

  unit width 50-1/4" 52-1/4" 62”

Unit Height - 6/8       Inswing 82" 82" 82"

Unit Height - 6/8      Outswing 80-5/8" 80-5/8" 80-5/8"

Unit Height - 8/0       Inswing 98" 98" 98"

Unit Height - 8/0      Outswing 96-5/8" 96-5/8" 96-5/8"

 door handing chart (handing is determined from outside view)

 special size sidelight and transoms
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A hinged sidelight makes moving furniture 
through your front doorway much easier!

COMBO; pre-hung door 
with a hinged sidelight. 

SPECIFICATIONS DOOR unit SIZING

All Pre-hung dimensions are based on using Poly Fiber Composite & Wood door frames. 
Undersized available for replacing sliding glass doors. Undersize units are available.	
Caution: When doors with sidelights are used together (except for doors using hinged sidelights) 
in many cases, a 2x4 is required to be installed between the door and sidelight frames to meet the 		
requirements of test approvals. This will effect the overall sizing of the opening for pre-hung units.  

DIRECT SET SIDELIGHT GLASS
8”up to 37.5” wide, and up to 97.75” height

TRANSOMS
Max size up to 97.75” width x 37.5” height


